
MANUFACTURING RANGE 

Model GXL -Serlвs Model G-904 Serles
GXL-9000 

G-904 Т

GXL�OOO 

GXL-4000 
G-904S

GXL.,'!DOQ -- G-904R

GXL-2500 -- G-904P

GXL-2000 -
G-904M

GXL-1500 -• 

GXL-1000 - G-904L

GXL-700 ."" G-102

GXL-400 -
4(00 6СОО 8000 10)00 12000 14')00 16000 18000 20000 22000 24000 

•�о 100(] 2000 4000 sooo 8000 10 □00 12СЮО 14000 16000 18000 

Volume іп M
1

/Hr 
Volume in М'ІНr 

Material Selection Chart Testing Standards : 

GX - Standard Cast lron FG - 260 with Rotor іп S.G. lron /
Ductile lron.

GXS - Rotor and Control Cones іп 304 / 316 Stainless Steel
Shaftin 410SS

GCSC - Body -Cladded with 316 SS

Head-Cladded with 316 SS

Optional - 316L,410SS, Ph. Bronze,Alloy-20 

Each pump is subject to rigorous test runs at our Solid Concrete 

Test Bed facilities in accordance with НЕІ Standards for LRVP's 

(NASH ORIFICE METHOD) / BS 1571 РТ - 2 PNEUROPE LTD. 

Authenticating the Power, Vacuum and Аіг Displacement 

Parameters, each pump is certified for its performance. 

INFRASTRUCTURE 

IN HOUSE STAINLESS STEEL CASTING FOUNDRY & MANUFACTURING FACILITIES 

IN HOUSE STATE OF ТНЕ ART TEST BED FACILITIES 
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MANUFACTURING RANGE 

Model GXL-Serles Model G-904 Series

GXL-9000 
G-904 Т

GXL-liOOO 

GXL-4000 
G-904 S

GXL-3000 -� G-904 R

GXL-2500 -- G-904 Р

GXL-2000 -
G-904 М 

GXL-1500 --
GXL-1000 - G-904 L

GXL-700 •• G-102 

GXL-400 -
4СОО 6000 8000 10)00 12000 14')00 16000 18000 20000 22000 24000 

5□0 1000 20□0 4000 єаао 8000 10□00 12□00 14□00 16 □0□ 18000 

Valume ln M
a

/Hr 
Valume ln М'ІНr 

Material Selection Chart Testing Standards : 

GX - Standard Cast lron FG -260 with Rotor in S.G. lron /
Ductile lron.

GXS - Rotor and Control Cones in 304 / 316 Stainless Steel
Shaftin410 SS

GCSC - Body-Cladded with 316 SS

Head -Cladded with 316 SS

Optional - 316L, 410 SS, Ph. Bronze,Alloy-20 

Each pump is subject to rigorous test runs at our Solid Concrete 

Test Bed facilities in accordance with НЕІ Standards for LRVP's 

(NASH ORIFICE METHOD) / BS 1571 РТ -2 PNEUROPE LTD. 

Authenticating the Power, Vacuum and Air Displacement 

Parameters, each pump is certified for its performance. 

INFRASTRUCTURE 

IN HOUSE STAINLESS STEEL CASTING FOUNDRY & MANUFACTURING FACILITIES 

IN HOUSE STATE OF ТНЕ ART TEST BED FACILITIES 
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